THE SANFORD MODEL MG SURFACE GRINDER 


An entirely new Surface Grinder especially designed to handle the many odd size toolroom and production jobs 
which in the past have required far larger and more expensive machines in order to obtain the required accuracy, 
capacity and fine finish. This new machine incorporates the sensitivity and many of the time tested features of the 


famous Sanford High Speed Bench Surface Grinder Model SG plus a number of entirely new developments. 
The Model MG Grinder features meehanite castings; grinding spindle of alloy steel hardened and ground and 


mounted in precision ball bearings with a special oil filter design and dust seals to prevent grit from entering the 
bearings assuring longer bearing life and maintained accuracy; and the use of lubricated for life, needle and Oilite anti-friction 


bearings throughout to insure great ease of operation, long life and a minimum of servicing. 


SPECIFICATIONS 


CAPACITY — 8’x12’’x12’—Actual Movements—Transverse 83/,’’—Longitudinal 13’, Vertical 12” 
under 7” diameter wheel. 


GRINDING WHEEL — 7” diameter, 1’ wide, 1144” hole. To fit standard adapters. 
TABLE WORK SURFACE — 5 54x12 %4/’—Tee Slots for Standard 3%” Tee Bolts. 
SPINDLE SPEED — 3100 RPM. 

VERTICAL HANDWHEEL — = Graduated in one-half thousands (.0005”’). 


TRANSVERSE HANDWHEEL —Graduated in two thousands (.002”’). 


DRIVE — Dynamically balanced, 1% HP, 3450 RPM 115/230 volt single phase 60 cycle motor 
as standard. Also available 220 3 phase, 60 cycle and 110 single phase, 60 cycle D.C. 
Motors. 


STANDARD EQUIPMENT — Motor and switch wired to connection box, grinding wheel, wheel adapter, belt, pulleys 
and wrenches. 


FLOOR SPACE REQUIRED — Longitudinally 45”, transversally 38”. 
NET WEIGHT — Approximately 540 lbs., with floor stand approximately 630 Ibs. 


OPTIONAL EQUIPMENT — Floor Stand; Wet Grinding Unit complete with Motor, Pump, Filter, Tank, Splash 
Pan, Valve, Hose and Fittings; Cutter Grinding Attachment; Diamond Wheel 
Dresser and Holder. 


Manufactured by — SANFORD MANUFACTURING CO., UNION, N. J. 


